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Y-TYPE STRAINER 
DN 150 - 600 | PN 10 - 25 
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INLINE STRAINER 
DN 700 - 1400 | PN 10 - 25 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

LAST QUALITY CONTROL EN 12266 – 1 CLASS A 

Nominal Diameter 
Nominal Pressure 

Test Pressure 
Max Pressure 

PN for Temprature 

(DN) kg/cm2 Body Disk 50 °C 

800…..1200 10 15 - 10 

800…..1200 16 24 - 16 

800…..1200 25 37,5 - 25 
 

APPLICATION 
• Before Control Valve 
• In Water Treatmant Plant 
 
 

DESIGN 
• Designed In Parallel With The Flow 
• Flanges DIN EN 1092 
• Suitable For PN 10/16/25 
• Stainless Steel Perforated Filter 
• Filter Without Removing The Valve Or Line , 

Allowing Clear All The Accumulated Sediment 
Compact Design 

• Two Input For Clean Water Filter Cleaning 
• Sewage Outlet Cover Under Valve 

 
 
MATERIAL 

• Body Ductile Iron GGG-40/50 
• Filter Is Stainless Steel 
• Flange Connection Bolts Are Galvanized Steel 
 
 

CORROSION PROTECTION 
• Electrostatic Powder Coating For Drinking 

Water 
• Zinch – Rich Epoxy Primer 
• Coal – Tar Epoxy 
• Glass Flake Epoxy 
• Enamel Epoxy For Ultraviolet 
• Completely Stainless Steel Design 
• Ebonite Coating For Seawaater 

 
 
OPTIONAL 

• DN > 1400 
• Manometers Are Input And Output Of Strainer 
• Discharge Valve On Blind Flanges 
• All Of Body Stainless Steel 
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BASKET (T) TYPE STRAINER 
DN 300/1400 | PN 10 / 16 / 25 / 40 

 
 
 
 
 
  

APPLICATION 
• Before Control Valve 
• In Water Treatmant Plant 

 
DESIGN 
• Ax5al Des5gn 
• Flanges DIN EN 1092 
• Sta5nless Steel Stra5ner 

 
MATERIAL 
• Body EN S235JR 
• Stra5ner AISI304 
• Bl5nd Flange nuts and bolts A2.70 

 
CORROSION PROTECTION 
• Electropowder Epoxy for Potable Water 
• Z5nch – R5ch Epoxy Coat5ng (Opt.) 
• Coal – Tar Enamel Epoxy (Opt.) 
• Ebon5te Coat5ng for seawater (Opt.) 

 
OPTIONAL 
• Manometers 
• Completely Sta5nless Steel Des5gn 
 



 

 
www.semsan.com.tr 

 

BASKET (T) TYPE STRAINER 
DN 300/1400 | PN 10 / 16 / 25 / 40 

 
 

 
 

INTERNETIONAL STANDARTS FOR DESIGN 
FLANGE DIMENSIONS EN 1092 
FINAL ACCEPTANCE TEST EN12266 1 - 2 
DESIGN TEST 1074 / EN 1267 
BODY AND DISC MATERIALS EN1563 / AISI / EN 10202 / EN 10213  
SHAFT MATERIAL EN 10088 / AISI 
BEARING MATERIALS EN 1982 

COATING 
EN ISO 12944 / EN ISO 2409 / EN ISO 4624 

 (min 250 mikron - electropowder epoxy up to DN1400; 
DN1500 and bigger wet epoxy) 

COATING FOR SEAWATER min 3 mm ebonite coaKng / Glass Flake Epoxy CoaKng 

CERTIFICATION 

10204 3.1 (non witnessed) 
 10204 3.2 (witnessed) 

Third Party Tests 
Raw Material CerKficates 

 
 
 

 
TESTS 

LEAKAGE TEST 1.1 x PN 
BODY TEST 1,5 X PN 
COATING 
THICKNESS TEST min 250 mikron 
OPERATIONAL TEST CLOSING TEST 

MATERIAL TESTS 

MECHANICAL, 
CHEMICAL, 
MICROSTRUCTURE 
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4SEMSAN POMPA MAKİNA SANAYİ VE TİCARET LTD. ŞTİ.

Addres  : Organize Sanayi Bölgesi Erdoğan Cebeci Bulvarı.
  No:42/B Kutlukent / SAMSUN / TURKEY

Phone : +90 362 266 88 33
Fax : +90 362 266 88 58
E-mail  : semsan@semsan.com.tr
Web : www.semsan.com.tr

PUMP, VALVE & DAM 
EQUIPMETS

PRODUCT CATALOGUE
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